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Crystal Sets
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B.T.H.

111 BIJOU 22

Band of Wave-lengths, 300-500 meires, and for 5xx.

An efficient instrument at a moderate price.

It is enclosed in a polished walnut case with hinged
lid, all metal parts being brightly nickelled. Tuning is
extremely simple, using a substantial and -efficient
variometer. No moving contacts are used, so that
smooth and silent adjustment is ensured.

Good telephony can be received at 30 miles from a
Broadcasting Station, but under favourable conditions
longer distances may be covered.

A special type of cat whisker enables the correct
contact pressure to be emploved.

By -means of a special loading device 5xx can be
received.

Set only o 1
Loading Device ... - 36

“ MODEL "AA

Band of Wave-lengths, 300-600 melres,
and for 5xx.

This set is contained in a handsome
case with hinged lid, fitted with nick-
elled handle and spring fastener.

An efficient variometer is used for
tuning, provision being made for insert-
ing a special loading coil to enable 5xx
to be received.

A feature of this receiver is the
twin crystal detector, providing a
stand-by against damage of one
of the crystals. Either crystal is
brought into use by means of a
two-way switch.

' Loading Device ... ... ... .. 3 6
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Crystal Sets
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“Brownie’’
CRYSTAL RECEIVER No. 2 :

Unique and pleasant in appearance, and capable
of resisting extreme climatic conditions. The
outer casing is hydraulically moulded, forming a
substantial piece of apparatus, mounted on
anti-vibration buffers. The receiver has a
natural wave-length up to 600 metres, and a
standard plug and socket coil attachment is
provided, which with the aid of suitable coils,
makes the set adaptable to any wave-length.
All fttings are nickel plated.

Set complete with semi-opal glass

protected Detector, DL. 5 crystal
and Pallmadium Cat Whisker

10s. 6d.

“Cosmos”

CRYSTAL RECEIVER

“ Cosmos " Crystal Set with
enclosed detector.

Band of wave-lengths 300 to
650 metres, and with alter-
native coil, 1,200 to 3,000
metres.

The circuit ensures high
selectivity, and by the
manipulation of a three-way
switch the selectivity can
be easily controlled. The
coils used enable maximum
signal strength to be re-
ceived.

The coils are concealed in
the base of the receiver.

Set with one coil, either for B.B.C. Band or long-wave ... .. &1 5 0
Coil for B.B.C. Band il e i 4 6
Coil for Long-Wave Band ... 4 b6

T M T T Y e T T Y T T e e e Y e T T e T e T M e e ey
3



Crystal Sets
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Ediswan
CRYSTAL RECEIVERS

1924 P. MODEL

An excellent little crystal receiver, tuned
by a variable inductance of the slider type.
The crystal detector is of the horizontal
ball pattern, and the cat whisker adjust-

Set with Loading Coil only ment remains firm whilst a light contact
18 d on the crystal is easily obtained. A load-
s+ 9d. ing coil specially designed for reception of

Daventry is provided, and is plugged into
the circuit in the usual way. When the
coil 1s not in circuit the maximum wave-
length is 700 metres on a standard P.M.G.
=2.5 3 aerial.

1924 MODEL

This set is practically the same as'the 1924 P., but differs in the fact that
no provision 1s made for high-power station loading coil.

Set only 118. 6d.

Set with Accessories as above but excluding High-power Coil

£1 17 9

Set with Loading Coil, Head-
phones, Aerial and Earth
Equipment,

““ Goltone ”’
CRYSTAL RECEIVER

Attractive in appearance with moulded polished
ebonite top and base, improved type, dustproof
detector with glass shield, archimedian fine
selective tuning, nickelled fittings.

LONG WAVE MODEL
(150 to 1860 metres).

Covering all the British Broadcasting wave-
lengths including * Daventry” high-wave

station.
7s. 6d.

SHORT-WAVE MODEL
(150 to 550 metres).
b6s. od.
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Valve Sets
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B.I.H

TWO-VALVE L.F. RECEIVER

Contained in a polished wood box and presenting
an attractive appearance. Good loud speaker
results can be obtained from any main B.B.C,
ttation up to a distance of 20 to 25 miles, with a
correspondingly greater range for the high-power
station. All B.B.C, stations can be received on
headphones in any part of the British Isles, The
valves are sunk into the pancl to minimise risk of
breakage. A dual filament contral permits the
use of either Dull or Bright Emitter B.T.H.
valves., Unsightly exterior wiring to batteries is
ohviated by a neat multiple cable including L. T,
H.T., and Grid Bias leads, The tuning coils and
sound intensifier are contained in a plug-in unit,
and tuning of the set is extremely simple and

selective,
Set only ... £5
Marconi Royalty, £1 5 0.

Loading Coils 1,500-1,800 Metres,

10s. 0d.

SIX-VALVE
RECEIVER

(Super Heterodyne)

This set consists of a combined 6-valve
receiver and loud speaker in which
all the working parts, including frame
aerials, low-tension and high-tension
dry batteries, are located within a
handsome polished mahogany cabinet.
The set is thus entirely self-contained,
i.e., no aerial, earth connection, nor

| external batteries are required for ex-
cellent reception on the lovd speaker
~within a radius of .0 to 70 miles. It
183 possible to receive stations far be-
yond this range on head telephones.
The circuit employed imparts to the
receiver such remarkable selectivity
that a distant station can be tuned in
and the near station eliminated en-
tirely, even 1if it is only half a mile
away.

Set with Valves, H.T. and L.T. Batteries, enclosed Loud Speaker,
and one pair of Head Telephones,

£129
Marcomi and Standard Royalties, £5 0 0
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Valve Sets
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B:1.H.

RADIOLA III. THREE-VALVE RECEIVER

Band of Wave-lengths, 300 to 500 metres, and for Sxx
and Eiffel Tower.

The Radiola III. is a self-contained three=valve receiver with loud speaker,
and is operated entirely by dry cells, both for.H.T. and L.T. The batteries
are enclosed in the cabinet, and the only outside connections are to aerial
and earth. B.T.H. B5 low temperature valves, which require only 0.60 amps.
at 3 volts each for their operation, are used. The thrée dry cells (ordinary
bell type) for the valve filaments will operate the three valves two or three
months, based on an average use of three to four hours per day. The circuit
employed makes use of both H.F. and L.F. amplification,

The Radiola III. is suitable for receiving all B.B.C. Stations on headphones ;
while loud speaker strength is given over distances up to about seventy miles,

Set with valves, H.T. and L.T. Batteries, Phones, 1,600 metre Coils,
and enclosed Loud Speaker, but not Aerial—

£45

Marconi Royalty, £1 17 6.
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Valve Sets
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B.T.H.

PORTABLE SET

(SUPER HETERODYNE)

Variable Reaction.

Band of Wave-lengths, 300 to 500
metres, and Adapier for higher
Wave-lengihs.

Extremely selective and entirely self-
contained, using B.T.H. B.5 valves
which will, without earth, aerial or
external batteries, give excellent head
phone strength up to 40 miles from
a B.B.C. Station. Provision is made
for the connection of an external
aerzal. The valves are sunk into the
panel so that only the tops are exposed.
thus obwiating the risk of breakage.

Set complete with Valves, IL.T. and L.T. Batteries, one pair Phones and enclosed
Frame Aerial.

Leather Cloth Finish / _~... ... ... ... £20

Mahogany 5 N i mm GBS
Marconi and Standurt Royalties, £3 2 6

PORTABLE LOUD SPEAKER. AND AMPLIFIER

Although primarily designed for use with the Portable Set, this can be used with
any type of receiver. The amplifier, loud speaker and batteries are contained in a single
case. The loud speaker element is similar to that in the famous B.T.H. C.2. loud speaker,
and 1s fitted to a specially designed horn. Two B.T.H. B.6. valves are used.

Set complete with Valves and Batteries —

Leather Cloth Finish ... ... =15

Mahogany " i kA
Marconi Royally, £1 5 0
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Valve Sets

NEW No. 9 TWO-VALVE RECEIVER

An improved No. 9 Model. Larger and better cabinet. Separate
H.I1. leads-for Det. and L.F. valve. Better results. Will give loud
speaker strength cn local and high power stations. Compartment
in base for 90-volt H.T. battery. Wave-range on Self-contamned
tuner—250 to 2,000 metres. No loose coils to change, Valves inside
cabinet. Switch so that one or two valves can be used at will.

Bt ORIV e s (RS L SO O

Complete, less loud speaker £8 i b
Marcomy Royallty {1 5 0

Produced for those who require something better than the
above model. Made in hrst quality egg shell fimsh solid
mahogany cabinet. Incorporates same features.as No. 9
set, but, in addition, has anti-vibrating wval¥é holders,
bakelite tuner, all terminals on back of cabifief, ‘miain
switch for both valves, and lid to open.

Betbonly i . o o o £7 100

Complete, less loud speaker ... £10 9 6
Marconi Royally £1 5 0

No. 1B THREE-VALVE RECEIVER

A three-valve (Det. and 2 L.F.) set to give loud speaker
strength on the principal British and Continental Stations.
Wave-range on self-contained tuner, 250 to 2,000 metres.
Made in Jacobean ocak. Cabinet has folding doors and
compartment in base for 90-volt H.I. battery. Valves
enclosed. Two or three valves can be used at will. All
terminals on back of cabinet. Main switch controlling all

valves.

Betohily = e ax e 21000 O

Complete, less loud speaker £14 2 9
Marconi Royally £1 17 6

Set in Mahogany, extra ... £1 0 0
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Valve Sets
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Dunham
TWO-VALVE RECEIVERS

TYPE CSDasz
(Long range)

This receiver is specially made for
receiving long distance stations on tele-
phones. It will also receive all B.B.C.
stations and foreign stations, including
Spain, America, etc, Distant sta-
tions can be searched for without fear
of causing interference. Requires no
separate coils, except for long wave-
lengths, when the standard coil below
should be fitted in the long wave plug
socket.

Set only (including long wave coil) oy .. £7 10 0
Set complete with Valves, Batteries, Phones and long wave coil ... £10 10 6
Marconi Royalty 1 5 0

TYPE CSDs8

(Loud Speaker)

Gives good clear loud speaksr reproduc-
tion at 30 to 35 miles on main stations
and 100 to 120 miles on 5xx, and is also
efficient for long range reception. No
plug-in coils are needed, the set being -
suitable for wave-lengths from 130 to
2,000 metres, and the special type of
reaction is easily controlled over all
wave-lengths. A tuner of heavy gauge
wire gives strong and selective reception, and for loud speaker work this set is
equal to any three-valve receiver.

Set only ... s £4 12 El
Set complete with Dull Emitter Valves, Baticries and Phones £8 1 0

E‘-
..L-
! i
-
-
.-'

Marconi Royally 41 35 0
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Valve Sets

Dunham
THREE-VALVE RECEIVERS
LONG RANGE (Loud Speaker) CABINET SET
TYPE CS.D. 51D

This three-valve 13 extremely sensitive, and good
loud speaker reproduction can be obtained over
350 to 450 miles on the B.B.C, stations, while
long range foreign stations come in equally well,
Can be used with bright or dull-emitter valves.
Distance stations camn be searched for with the
set freely oscillating, without causing interfer-
ence. Fitted with lock and key, and separate
compartments for batteries; this set is hand-
somely finished, and is the equal of a four valve
receiver.

Interchangeable coils are not needed for ordinary
wave-lengths and for 5xx, etc,, only one extra
cpil 15 required.

Set only (including long wave coil) | ..« .. £13%18 6
Set complete with Dull Emitter Valves, Batteries, Phones and

long wave coil s 15 6

Set as above, but without doors a2 w13 6
Marconi Royalty ,{T .6

LONG RANGE (Loud Speakﬂr) SET
TYPE C.S.D. 45D

A three-valve receiver using the same cir-
cuit as the type C.5.D.51D, described above.
The loud speaker range for B.B.C. stations
is about 450 miles. Bright or dull-ematter
valves can be used, and distant stations
searched for without the fear of causing
interference. Plug-in coils are required
only for the longer wave-lengths. Under
ordinary conditions with a good aerial
Spanish and American stations may be
received also at loud speaker strength.

Set only (including long wave coil) ... .. 210 10 6
Set complete with Dull FEmitter Valves, Bat‘tﬂnes. Phones and
long wave coil . : S e £15 17 6

M’ﬂ'rsﬂm Rﬂ}'aﬂ}' f:] 17 6
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Valve Sets
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Ediswan
VALVE RECEIVERS

“TOOVEE” RADIOPHONE
Long Range Model

The new model of the " Toovee " circuit has all
the characteristics of i1ts predecessor, with the
added advantage of having a higher range of
wave-lengths, 1.e., from 300 to 4,000 metres.

Set in mahogany French-polished cabinet; pair
of range blocks covering 300 to 500 metres ;
pair 4,000 ohm headphones; aerial and earth
equipment ; sixty-volt dry battery; four-volt
accumulator, 33 ampere-hours (actual), in teak
crate with strap; grid battery, connecting leads
and several yards of flex ; (without valves).

£13 11 8
Set only, excluding Valves but with H.T. and Grid
Batteries, and one pair of Range Blocks ... .. .. .. £10 0 0
Marcons Royalty, {1 5 0
Range blocks, per pair, extra 18 6

LONG RANGE
RADIOPHONE

The circuit is of dual
type ifour - wvalve
five stages) which
functions as follows -
Ist valve.—H.F. and
L.F. amplifier.
2nd valve.—Detector. |
3rd and 4th valves.—L.F. amplifiers, the last being resistance capacity
coupled. ;
Capacity reaction is obtained by means of a variable condenser. Fixed
bias potential is applied to the grid of the first valve, and a variable bias
to the last two valves.
Range blocks are provided with the instrument covering wave-lengths from
300-500 metres. The instrument is mounted on a polished walnut cabinet
with hinged doors.
Set only, including H.T. and Bias batteries and one

pair Range blocks (300-500 metres) .. £26 10 0

Marcont Royalty, £2 10 0

O O Ny T I I T D L
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Valve Sets
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“Cosmos”’

THREE-VALVE RECEIVER

Provides loud speaker reproduction of a quality
not hitherto attainable at such moderate cost.
Resistance capacity coupling, a refinement
usually found only in more expensive instru-
ments, is mainly responsible for its remarkable
purity of tone.

The set is extremely compact and most simple
to handle. It has but one main tuning control,
with adjustable reaction, and the change from
one band of wave lengths to another is easily
made by changing one coil unit only. An “ On
and Off * switch is fitted so that the set may, if
required, be adjusted for reception of one station and used by anyone with no
knowledge whatever of wireless,

The range of the set varies to'seine extent according to the locality in which it
is used and, of course, according.to_the efficiency of the aerial. Satlsfacmrv
loud speaker results are, however generally obtained up to 50 miles from a main
station or 150 miles from the High "Power Station. It should be particularly
noted that it w1ll only work satisfactorily with valves with a high amplification
factor, and for the best results Cosmos Valves are recommended.

Complete with 250-550 metre coil unit and 6 ft. flexible lead for batteries

£6 7 6

Marconi Royalty, £1 17 "6

Ediswan
“COMPACTUM” TWO-VALVE RECEIVER

A high efficient two-valve receiver at a
remarkably low price. The circuit is the
well-known detector and one low-frequency
amplifying with reaction. Excellent loud
speaker reproduction at 25 miiles. Head-
phones over 100 miles,

Receiver only

£2 15 0

Marconi Royalty £1 5 0
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Valve Sets
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Cosmos
FIVE-VALVE RECEIVERS

TYPE VS.6.
Cosmos Universal Valve Sets satisfy the most discrimi-
nating and critical user in their excellence of reproduc-
tion. In simple hardwood case (including one Coil
Box, but without Accessories).
Set without Battery Container £19 2 6
Set complete with Bright and
power valves, coil box,
accessories and accumulator £29 16 6
Set complete with dull-emitter
valves, coil box, accessories

and m:tumulatur ; £2715 0

Marconi Royally, ,{3 2 6
Battery Container, extra 1 5 0

Set in Jacobean Oak Ga.bi:;et

(including one Coil Box, but

without Accessories). . 525 7 6
Set complete with Bnght and

Power Valves, Coil Box,

Accessories and Accumula-

tor £3611 o6
Set l:umplete with Dull-emitter

Valves, Coil Box, Acces-

sories and Accumulator ... £3410 0
Marcons Royally, {3 2 6
In Mahogany Cabinet In Mahogany Cabinet as illustrated on left, extra £2.

M@WW@WWWWWWW@
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Valve Sets
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Cosmos
FIVE-VALVE (LOUD SPEAKER) RECEIVERS

Type VS. 7

Type V5.7 In Mahogany Type V5.7..In Jacobean Oak
Cabinet (including one coil box, Cabinet (including one coil box,
but without accessories) ...£4217 6 but without agcessories) ...£38 17 ©
Set complete with bright and Set complete ‘with bright and
power valves, one caoil box, ac- power valves, ore€oil box, ac-
cessories and accumulator ... 54 6 6 cessories and accumtlator ... 50 6 6
Set complete with dull emitter Set complete with dull’emitter,
valves, one coil box, accessories valves, one coil box, actessories
and accumulator ...52 &5 O and accumulator ...48 5 0
Marcons Royalty, {3 2 6 Marconi Royalty, {3 2 6

The above set can be supplied in other
styles of Cabinet, as below :—

Rich Jacobean Oak

Cabinet ... ... £14 extra.
Georgian Cabinet... £21 ke

Plug-in Coil Box for Valve Sets, Types V.5.5,6and 7.
All sets, with or without accessories, include one coil box.
(300-800 metres). Others are extra.

180- 400 metres ... El
800-1,800 metres . R - |
1,400-3,200 metres e Bl
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Valve Sets
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“ GORDON ” TWO-VALVE RECEIVER

Enables reception to be ob-
tained from local station or
Daventry by a turn of the
switch dial, 1 Det. and 1
L.F. stage,

Set only in polished Maho-

gany Cabinet £6 15 0

Set complete with Accu-
mulator, H.T. Battery,
Headphones, Aerial Wire
and Insulators (valves

extral. ... £11 10 0

Marcons Rovalty, £1 5 0

No extra coils required to change over from
local station to Daventry.

Wave-length range, 150 to 4,000 metres. 1 H.F.
1 Det. 1L.F.

Set only in French polished
Walnut Cabinet. £12 Iﬂ 0

Set, complete with Accumulator, H.T.
Battery, Headphones, Aerial Wire, Insu-
lators (valves extra).

£17
Marconi Royalty, £1 17 6

N NN PN PNV PN N PN PN LWV VENENED -
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Valve Sets
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“NELSON GRAND ” VALVE RECEIVERS
FOUR-VALVE MODEL

Enables reception to be obtained from

local station or Daventry by a turn of the
switch, Wave-length range, 150 to 4,000

metres. | HF. 1 Det. 2 L.F.
Set only contained in French polished

mahogany cabinet with roll front.
£27 10 0

Set with Accumulator, H.T. Battery,
Headphones and Aerial Wire (Valves

extra) £33

Marconi Royalty, £2 10 0

THREE-VALVE MODEL

1 High Frequency. 1 Detector. 1 Low
Frequency.

Set only contained in French polished

mahogany cabinet with roll front.

£21

Set with Accumulator, H.T. Battery,
Headphones and Aerial Wire (Valves

extra) £25 5 ()
Marcoms Royalty, £1 17 6

o

—
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VALVE RECEIVER

Give satisfactory results and in
addition present a neat and dis-
tinguished appearance. The use
of wooden panels for the sets
greatly enhances their looks and
careful insulation ensures excellent
efficiency. - The two-valve set in
oak is for loud speaker results on
the local station, while the 3 and

4-valve sets in mahogany are
extremely selective, giving powerful and pure long-distance reception.

Two-valve set only ... £7 10 0 areomi Royally, £1 5 0
Three ,, a R T S T e r L i R i
£27 10 0 5 - £2 10 0

Four ,, .




Valve Sets
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Gambrell

TWO-VALVE RECEIVERS

3 —

“CABINET-TWO”

Provision is made for all batteries to be enclosed
in the cabinet so that external connections are
reduced to aerial, earth and loud speaker. Fitted
with a master switch to emable the set to be
switched on and off without interfering with any
of the other controls. The cabinet is of highly
polished mahogany. The set gives good loud
speaker results up to 60 miles from main B.B.C.
station and 150/250 miles from Daventry.

Set, including two coils for
lower B.B.C. wave-length ... £9 100

Marconi Royalty, £1 5 0

“BABY-TWO”

A particularly compact set for those who desire
lond speaker reception of local and high-power
stations at good volume, together with perfect
reproduction at a reasonable cost. Valves and
coils are enclosed within the case and ail con-
nections are made to the terminal strip. A
very simple set to operate.

Set with two Gambrell coils
for lower B.B.C. stations ... £r6 15 0

Marconi Royally, £1 5 0

“BABY GRAND”
S (D.C. MAINS)

Wireless reception with utmost simplicity, and
low cost of upkeep. No technical knowledge is
required with this set and all currents, high-
tension, low-tension and grid bias are taken
from direct current electric light mains.
Everything enclosed within the cabinet, the
only external connections being flex to the
electric lamp socket, aerial and earth leads, and
loud speaker leads. Loud speaker reception of
main B.B.C. stations -n to 50/60 miles.

Set including valves, coils for B.B.C. stations, including
Daventry, IEngthiuf flex and adaoter ... ! ... £156 15 n

Marconi Royally, £1 S 0

E?I‘65'-7""!5.:'-'-’15:551'ﬂ@fﬂ@m#ﬂ@“ﬁ'ﬁtmtﬁ‘ﬁ@w&m@mw
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Valve Sets
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VALVE RECEIVERS
TWO-VALVE MODEL

Set with two D.E. 2 Osram Valves
£8 10 0O

Mavconi Royalty, {1 5 0

Set with two Osram D.E. 2 valves,
66-volt H.T. battery, 2-volt 20-
ampere-hour (actual) accumulator,
three connecting cords and Geco-
phone Loud Spea.er.

£12 ‘14 3

Marcon: Royalty, {1 5 0

THREE-VALVE
MODELS

Set with three D.E. 5
Osram Valves

£17

Marconi Royalty, {1 17 6

Set with three D.E.5 Osram
Valves, two 72-volt H.T.
batteries, 6-volt accumu-
lator, in teak case, with
connecting cords and plugs,

£23 7 6

Marconi Royalty, £1 17 6

Set with three D.E. 5
Dsram valves

£18 5 0

Marcom: Rovalty, {1 1T 6

Set with three D.E. 5
Osram valves, two 72-
volt H.T. batteries,
6-volt L.T. accumu-
lator, in teak case, with
connecting cords and
plugs.

x?.:i 12 6

Marconi Rovaity, £1 17 6

- Mg ey P L T NN T N N VN TN AN NET W PN A EPNEINEINETNEN
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Valve Sets
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VALVE RECEIVERS

FOUR-
VALVE
MODEL

Designed particularly
for use with loud
speakers requiring con-
siderable power. Tuning
over a range of from
230 to 3,000 metres is
obtained without the
use of plug-in coils or
other interchangeable
units, The change
over from high to low
wave-lengths 15 done
by a switch,

Set with 4 D.E. 5 Osram Valve® we. ... .. ... ... £23 5 0
Set with 4 D.E. 5 Osram valves, 2 72-volt H.T. batteries, 1 6-volt accumulator, in
teak case, with connecting cord and plugs, 1 3-way connecting cord with

4-pin plug ... % = o .. £330 12 6

Marconi Royallyy£2 10 0

FIVE-VALVE CABINET MODEL

Contained in a
polished mahogany
cabinet. The first
valve amplifies at
radio  frequency,
the second is the
rectifying  valve,
and the third,
fourth, and fifth
are low-frequency
amplifying valves.
The three low fre-
quency stages
employ resistance-
capacity coupling. Remarkably pure reproduction is obtained, rendering the apparatus

an ideal one for use in conjunction with a loud speaker. The wave-range of this set
covers the British broadcasting band, but extra coils may be obtained for higher wave-
lengths.

Set, with two D.E. 8, two D.E. 5b Osram power Valves and one
D.E. 5 Osram power valve, and one pair aerial and earth leads
Set, as above, with following additional components : One 6-volt
accumulator, in teak case, with connecting cord and plug, two
H.T. batteries for L.F. valves, one 66-volt H.T. battery, for
H.F. and Det. valves, one H.T. connecting cord, with plug ... £38 17 6
Marconi Royalty, £3 2 6
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EIGHT-VALVE RECEIVER

(SUPER HETERODYNE)

The Gecophone eight-valve supersonic heterodyne receiving set
is designed to receive over a wave-length of 200—3,000 metres.
In general, but depending upon the locality, it is capable
of picking up all British and a large number of Continental
broadcasting stations. The limit of reception is the point
where signal strength is less than static.

Set with frame aerial, with connecting cords and plugs, seven D.E. 3 Osram
Valves, D.E. 4 power amplifying Osram Valve, 144-volt super capacity high-
tension battery in mahogany cabinet, 4-volt 40-ampere-hour (actual) accu-
mulator,” 3-way high-tension connecting cord, with 4-point plug, headphone,
with connecting cord and plug, loud speaker connecting cord, with plug, set
of frame loading coils, 600—3,000 metres, and oscillator, 600—3,000 metres.

£66
Marconi and Standard Royalties, £6 5 0.
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VALVE RECEIVERS

TWO-VALVE MODEL
TYPE 21

Circuit employed consists of a single tuned
detector wvalve, followed by a stage of L.F,
amplfication to provide loud speaker repro-
duction at reasonable distances. In all ordinary
circumstances it will operate a loud speaker at
50 miles range (and headphones up to 300 mles
: under favourable conditions).

Perfectly simple to operater” Valves are enclosed in the instrument and mounted on anti-
microphonic holder. Wave-ranges from 300-500 and 1,200-3,200 metres can be obtained
by means of interchangeable cofls—those supplied as standard covering broadcast range
(300-500 metres) or Daventry sange {1,600 metres). A switch is provided for breaking
both high and low-tension supply. /Vertical Ebonite Panel, in polished mahogany case,
124 in. wide by 3 in. high by 8} 1n. deep.

NN P UTW VTN

Set only, with Coil for B.B.C. range only ... £7 10 0
Set complete, with all Accessories ... £11 17 f}
Marconi Royaity £1 5 0
Extra, if fitted with Daventry Coil instead of B.B.C. Coil ... 5 0

THREE-VALVE MODEL
TYPE 31

In this model, excellence in loud speaker re-
production and ease of manipulation have
been the chief considerations, rather than
extreme selectivity. The circuit consists of
a single tuned detector valve, with control-
lable reaction, followed by two stages of
low frequency amplihcation,

Designed to operate a loud speaker under normal conditions at 150 miles range. Two or
three valves may be used as desired. Wave-ranges from 300-500 and 1,200-3,200 metres
are obtainable by means of interchangeable coils—those supplied as standard covering
broadcast range (300-500 metres) or Daventry range (1,600 metres). Vertical Ebonite
Panel, in polished Mahogany Case. 14} in. wide by 8 in. high by 74 in. deep.

Set only, with Coil for B.B.C. range only... £1212.0
Set Complete, with all Accessories £18 8 6
Marconi Rovalty £1 17 6
Extra, if fitted with Daventry Coil instead of B.B.C. Coil 5 0
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VALVE RECEIVERS

FOUR-VALVE MODEL
TYPE 41

. Whilst incorporating the features of Types 21
and 31 this four-valve model has the addition of
a high-frequency valve to provide extra range
and selectivity, and a new type of rejector which
operates on broadcast wave-lengths and on 1,600
metres.

The cabinet is of especially fine workmanship,
with folding doors, and space in the cabinet is

. provided for housing the H.T. battenes.

Provided with a single switch for breaking the filament and high-tension supply when the
instrument is not in use, and for-allowing a choice of three or four valves in operation,

Set, complete with all accessories ... £25 3 ﬁ
Marcons Royalty £2 100

STRAIGHT-EIGHT
TYPE 81 '

An instrument giving the very highest perform-
ance available, by any means whatsoever. It
combines maximum range and selectivity with
the best possible tone under all conditions, and
ease of manipulation, while its general workman-
ship and appearance are in keeping with its high
performance. [t possesses eight valves of which
the first five are high-frequency amplifiers, the
sixth a detector, and the last two low-frequency
amplifiers.

To ensure absolute perfection of quality the use of reaction has been entirely avoided, the
necessary sensitivity and selectivity being obtained by increasing the number of valves.
The volume obtainable from this set is sufficient to work up to saturation point any ordinary
type of loud speaker, even from distant stations. The tuning coils supplied with the
instrument cover a range of 250-550 metres. Other wave-lengths can be covered by inter-
changing these coils.®

Set with Battery Leads .. £49 10 0

Set, complete with all accessories % e XEOE-1L 0
- Marcons Royalty £5 0 0

*Coils and Condensers for higher wave-
lengths ranging from 700-1,850 metres—Set
complete in box o
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Lodge “N”

VALVE RECEIVERS

(Cleartron Manufacture)

The Lodge " N ' Circuit, which is employed in
this receiver, is specially designed for the non-
cechnical user. It gives extraordinary volume
and purity of tone, without the drawbacks of
reaction. It is highly sensitive and keenly
selective.

TWO-VALVE MODEL.

Set complete, including loud speaker, H.T.
and L.T. batteries, grid battery and valves

£14
Royalties s " ... 2115 D

THREE-VALVE MODEL.

Set complete, including loud speaker, H.T.
and L.T. batteries, grid battery and walves

£17 6 6

Ruoyalties

w K212 6

“Pelican”
VALVE RECEIVERS

In designing the Pelican 2v. set the first considera-
tion was to ensure over a range of up to 20 miles,
without aerial or earth, excellence of loud speaker
performances under average conditions. Operates
with only one control,

All Pelican cabinets are of standard size. Height
16 in., depth 12§ in., width 93 in.

Set with loud speaker, valves, batteries, etc., all
contained in polished mahogany cabinet, including
Marconi royalty £190 5 0.

£ s d

1 valve set .- 10 0 0O

35 s =8 ... 19 5 O

. S i .. 24 0 0

By " ... 40 0 0
The prices for Pelican Sets include royalties.
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ONE-VALVE RECEIVER

With condenser controlled Reaction. With
Coils for short wave and Daventry station.

Set only, £3
Marconi Royalty, 12s. 6d.
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TWO-VALVE RECEIVER

Works loud speaker efficiently 100 miles from
Daventry and 50 miles from local station.

Set with coils for short wave
and Daventry stations ... £4 4 0

Marconi Royalty, £1 5 0

TWO-VALVE RECEIVER

For short wave and Daventry stations. No
Plug-in coils are used in this set, the changé
from short wave to Daventry stations being
a simple switch. Grid bias is automatic. A
selective set and yet very simple to operate.

Set only .. £7 10 0
Set, with ** disappearing "'
door to cover panel ... £8 10 0

Marcomi Royalty, £1 5 0

THREE-VALVE
RECEIVER

Very similar to above. An additional L.F.
valve switch is provided to emable 2 or 3
valves to be used as desired. A verv power-
ful set with good range.

Setomly ... ... .o 1L 0D

Set, with **disappearing"’
door to cover panel g £13 10 0

Marconi Royally, {1 1T 6
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SINGLE-STAGE AMPLIFIER

Designed to meet the requirements of pure loud speaker recep-
tion. Unsightly exterior wiring has been obviated by bringing
the H.T., L.T., and grid bias leads through a hole in the back by
means of a multiple cable. The transformer, which is of the
latest B.T.H. type, ensure a distortionless reproduction of tele-
phony. A special ** dual " rheostat is fitted, permitting the use
of either bright or dull-emitter valves.

Amplifier, excluding valves ... £3
Marconi Royalty, 12s. 6d.

TWO-STAGE AMPLIFIER

Gives loud speaker reception of perfect tonal quality. A switch is provided permitting the
use of either one or two valves. As in the case of the B.T.H. Single-phase ampliier the
valves are mounted on a spring suspension device and sunk in the panel to minimise risk of
breakage. Two of the latest B.T.H. Transformers are embodied and the rheostats are of the

“ dual  type.
Amplifier, excluding valves . .. X9 12 6
Marconi Royally, £1 5 0
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