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COSSOR
MELODY MAKER
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All Europe

on the

ITH the new Cossor

** Melody Akaker’’ you

are not tied to one
Station. You choose your
programme o suit your
mood—Opera from Berlin,
danee musie irom Paris,
raudeville from Glasgow—
just a turn of the dials and
one Station fades out whilst
another one comes in.
Never a dull moment with
a Cossor ‘* Melody Maker.”"

Loud Speaker

The New Cossor

HE new Cossor *‘ Melody Maker ** cannot be com-
pared with any other Receiver. It stands alone—
a line testimony to a vast amount of research and
experiment. Even though you are willing to pay five—
ten —fiiteen pounds mere for a Receiving Set vou’ll not
get better Radio. The new Cossor Melody Maker **
will bring you the piek oi Europe’s broadeasting —irom
Moscow in the east to Beliast in the west. From Aber-
deen to Seville. Practieally every Station worth hearing.

Never before have such amazing resulis been possible
with only three valves—they are only possible to-day
through the wonderiul efliciency oi the new Cossor
Sereened Grid Valve. For quality of reproduetion—
majestic volume—natural tone—ease of operation—
economy of maintenance, the new Cossor ** Melody
Maker ' is without equal. Build it according to the
simple instruetions given here and you'll be proud of it.
In appearance and periormanee it will be indistinguish-
able irom any Reeceiver costing three times its price.

elody Maker

Knife-edge
Selectivity

ONDITIONS are
Ou!%:mmua. The old-

time Set is useless to-
day. You need a Receiver
which tunes sharply and
brings in only the Station
vou need. The new Cossor
“ Melody Maker *? has
** kmife-edge ** seleetivity.
It cuts right through the
loeal station and brings in
programmes from Stations
hundreds of miles away as
if by magie.

Anyone can build it in 90 minutes
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) First Stage:

Z—oza,mm:m the Components

on the Baseboard

Time required
20 minutes

HE first stage in the assembly of the
new Cossor “ Melody Maker ** is the
mounling of the various components
on the baschoard. The illustration given
above is full size and shows
where each part is to be mounted. Special

care should be taken to see that the five
valve holders (two of them are used to
carry the speeial Cossor Plug-in Coeils)
are mounted exactly in accordance with
the photlogr bove.  Four of them are
mounted with the anode soclket (marked A)

towards the right, whilst the other has
anode socket towards the bhack of
bhaseboard. Notice
““ Melody Maker ** T

rmer must

the
the

iat the Cossor

be

mountec. so that the terminal marked G

is facing the last valve holder.

COMPONENTS !
SHOWN
ABOVE:

1 1.C.0. Condenser

1 T0.0." 8.P.
0001 mfd.
Grid Leal:

1 Grid Bias B¢

Co




Mounting the Components
on the Front Panel

Time required
10 minutes

threugh the metal panel, place the
chonite washer. Now insert the
main bearing ef (he Condenser and
lock in position with the brass
hexagon nut supglicd.

The Keystone reaction condenser is
fitted in a similar manner, bul
instead of a metal locking nut, one
made of chonite is used. Note that
the chonite w must be in-
serted between the metal panel and
the condenser.  Brass nuls are used
for securing the vheostat and the
swilch to the panel.  In the ease of
the former, the circular insulating

dise supplied must be inscrted be-
tween the rheostal and the melal
panel. To it the Slow Motion Dials :
First release the serew in the brass
cenlre bearving, then bolt the dial
case on the front of the panel with
the eondenser shait in its correet

posilion within the eentre bearing.

Finally, rotate the main shait until

®
the vanes are elosed, and loek the

serew with the dial reading indi-

cating 100°,

The knob on the Keystone Con-

denser is also secured by means ol
a small serew, and the pointer
should be at the top when the vanes
are hali in mesh. Belorve fixing the
knob on the rvheostal, press the
shait towards the panel te ensure
a guod pesilive contact between
the resi
moving strip. The peinter on the

nee element and the

knob should be at the top when
the rheostat is ofi —as is shown

in the illustration above,





















